
INSTALLATION INSTRUCTIONS: 

“EVERGREEN 

BLIND COMPRESSION SEAL” 

PATENT US 8,807,601 B2 

To install the “Evergreen Blind Compression Seal”, proceed in 

the following manner: 

1. Drill, punch, or saw hole in the sheet metal surface ac-

cording to the chart below.  Hole should not be more 

than .040” oversize. 

2. Install split washer onto the adaptor body such that the 

flange of the body will fit into the depression in the washer. 

3. Insert adapter body flange through the drilled hole. 

4. Push the body to one side of the hole and feed the split 

end of the washer through the remaining space in the 

hole.  Rotate the body and washer such that the washer 

will advance through the hole.  Continue until the washer 

is through the hole and against the flange of the body. 

5. Install the gasket o-ring, o-ring washer, lockwasher, and 

nut; hand-tighten the nut. 

6. Move the assembly around in the hole such that you can 

feel the offset in the split washer drop into the hole.  This 

action will center the fitting assembly into the hole. 

7. Wrench tighten the nut to the recommended torque by 

holding the body with a second wrench placed over the 

flats on the body between the threads. 

8. Install the compression nut with compression seal on the 

body and tighten several turns.  Run the agent pipe, tube, 

or EMT conduit through the “Evergreen Blind Compres-

sion Seal” and make the necessary connections at both 

ends of the piping. 

9. Wrench tighten the compression nut (according to the 

chart below) while holding the fitting with a second wrench 

positioned over the flats on the body. 

Tip: You may find it easier to assemble these components and 

tighten the nut 1/2 to 1 turn before putting the assembly into 

the drilled hole 
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  Fitting Size Hole Size Gasket Nut Compression Nut 

1185 1/4” Tube 1” 25-30 ft. lbs. 7 ft. lbs. 

1172 5/8” Tube or 3/8” Pipe 1 3/8” 45-50 ft. lbs. 25-30 ft. lbs. 

1106 1/2” EMT 1 3/8” 45-50 ft. lbs. 25-30 ft. lbs 

          

          

P/N Sheet Metal Hole Torque Specifications 

Part No. 1119    rev. 2 


